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AQUARIUS™ XLINE
Louvre Door  Systems 



AQUARIUS™ XLINE LOUVRE� DOOR SYSTEMS 
INTRODUCTION
The Aquarius™ XLINE louvre 
product range includes single or 
double louvre doorsets.

They can be arranged for either 
inward or outward opening and are 
available in all of our louvre product 
ranges, including acoustic louvre 
doorsets.

Louvre doors are essential for high/
low voltage sub-stations, boiler 
rooms and rooms that require a 
constant airflow for ventilation 
or combustion purposes whilst 
providing a high level of weather 
protection to the enclosed spaces. 
They can also be used for general 
access into roof plant louvre screens.

XLINE louvre doors can be supplied 
to any given structural opening 
size, generally ranging from 750mm 
wide up to 1200mm wide as a 

single door and from 1000mm wide 
up to 4000mm wide as a double 
door. Door heights are made to 
suit the opening requirements with 
due regard and consideration to 
practicalities of installation and 
safe practical use by the building 
occupants.

Supplied as standard with Class 
9, stainless steel butt hinges and 
overhead, sliding bar restrictor units 
to limit opening of door leaf beyond 
95 degrees during normal usage 
and 180 degrees by integral cam-lok 
adjustment, for full access to the 
space through the doorway. They 
are provided with a pivot mortice 
deadlock and euro-profile cylinder 
(lock keyed to outside and thumb-
turn to inside). Where double louvre 
doors are provided spring assisted 
shoot bolts are fitted to the slave 
door leaf.
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PROJECT MANAGEMENT
All projects are managed by fully 
qualified and experienced project 
managers, guaranteed by us to be 
responsible for the efficient and 
successful implementation of the 
product, manufacture and installation.

DESIGN
We design all of our products using the 
very latest Autodesk Mechanical and 
Inventor 3D design software, allowing 
us to incorporate external details 
and supply our drawings and design 
documents in electronic DXF/DWG/DWF 

or PDF file format for easy collaboration, 
design reference and inclusion directly 
into your own CAD details or model.

BIM
We are BIM level 2 compliant and as 
such BIM models of our products are 
available for download through our 
dedicated online library at www.solbim.
co.uk.

ADVANCED ANALYSIS
Sun path solar analysis can be carried 
out to support our solar shading 
proposals. Specialist computer software 

uses predictive ray casting technology to 
model the suns paths and subsequently 
calculate the amount of sunlight 
penetrating the building façade after our 
solar shading system has been taken 
into account. 

INSTALLATION
To ensure your complete confidence 
in our projects we employ fully trained 
CITB registered installation engineers for 
each project. All associated installers will 
possess relevant CSCS documentation, 
IPAF and PASMA training. All site 
supervisors have SSSTS at minimum.
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