
X-Line 100 Roof Perimeter Louvre

Our Aquarius XLINE-100 inverted extruded aluminium louvre 
screening system with louvre blades set to 100mm vertical pitch 
were specified, fixed back to support mullions onto protruding steel 
columns. External perimeter access provided by X-line 100 doors.

All doors were supplied as standard with stainless steel butt hinges, 
top door leaf friction stay, euro profile cylinder with thumb turn – nickel 
plated, narrow style pivot deadlock device and galvanised mild steel 
shoot bolts.

X-Line 50 Utility Block Louvre

A 36 x 5m X-line 50 louvre Screen was provided with 7 double doors 
seamlessly incorporated to provide access to separate plant rooms.

Atrium Louvre panels and Operable Louvres

Our Aquarius XLINE-100 extruded aluminium louvre screening system 
with louvre blades set to 100mm vertical pitch featuring a removable 
access panel. Behind each 2800mm wide x 1500mm high powder 
coated aluminum X-Line weather louvre, an operating louvre module 
will be installed. Each louvre to be a pair of nominally 1400mm wide x 
1500mm high fitted c/w 2no 24v modulated motor units to allow for an 
open/close cycle.
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Project: Doncaster Civic Offices
Project cost:  £192,000
Products: X-Line 100 Roof Perimeter Louvre, operable louvres, 

X-Line 50
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