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AQ100 DETAILS
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AQ100 HEAD & THRESHOLD DETAILS
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AQ100 JAMB & STILE DETAILS
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Stainless steel hingessupplied self coloured and unpainted.

High quality CE marked Grade 13 stainless steel hingles.

The Slim Knuckle hinges have two ball bearings for long life and are 
circular template drilled ensuring holes are always in the same position.

All hinges are marked with CE 1121, BS EN 1935: 2002 Grade 13. The 
full eight digit classification is as follows; 4-7-6-1-1-3-0-13.

120kg carrying capacity, 200,000 cycles and suitable for severe duty 
applications.

All restrictor parts are manufactured 
from mild steel and are galvanised to 
a�ord protection against corrosion.
 
Maximum door weight 125kg.

Standard Door Ironmongery �tted to Aquarius Double Louvre Doorsets
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Euro profile 5 pin cylinder barrels supplied standard difference with 3 
keys per cylinder.

All functions are satin chrome plated and all have a central cam. These 
can also be supplied with offset cams, keyed alike and under master to 
special order.

SAA finish as standard to cylinder and eschutcheon.

Galvanised steel spring loaded shoot bolts are supplied as standard to 
top ad bottom of slave doorleaf. These bolts are operated by pulling and 
latching onto the integral retainer pip to hold in open position whist 
operating the doorset.

Alternative locking and chain bolts are also available and fitted when 
physical padlocking or door height  is beyond standard person reach for 
top bolt. 

STANDARD DOOR IRONMONGERY FITTED TO AQUARIUS DOUBLE LOUVRE DOORSETS
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Each louvre door leaf is fitted with a surface mounted door stay.  This 
device limits the door’s angle of opening and has a spring recoil feature 
in the channel to cushion the door and act as a shock absorber as it 
reaches the full extent of its travel.

This stay also has a ‘hold-open’ feature at 90° ‘fully open’ position.  The 
swinging pawl automatically falls into the locking position and keeps the 
door in the open position. To close the door, the door must be pushed 
slightly to allow the swinging pawl to disengage and enable closing of 
the door leaf.  

The Mortise deadlock offers an extended pivot latch throwto provide a 
secure and robust connection with slave door.

The module case size is 199mm high with a standard zinc plated finish 
with polished nickel bolts.

25mm backset is supplied as standard.

24 x 245mm square stainless steel forends supplied without strike plates 
to suit euro profile cylinders only.

All restrictor parts are manufactured from mild steel 
and are galvanised to afford protection against 
corrosion.
 
Maximum door weight 125kg.

STANDARD DOOR IRONMONGERY FITTED TO AQUARIUS DOUBLE LOUVRE DOORSETS

All restrictor parts are manufactured 
from mild steel and are galvanised to 
a�ord protection against corrosion.
 
Maximum door weight 125kg.

Standard Door Ironmongery �tted to Aquarius Double Louvre Doorsets
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H O W  W E  W O R K

P RO J E C T  M A N AG E M E N T
All projects are managed by fully qualified and experienced project managers, guaranteed by us to be 
responsible for the efficient and successful implementation of the product, manufacture and installation.

D E S I G N
We design all of our products using the very latest Autodesk Mechanical and Inventor 3D design software, 
allowing us to incorporate external details and supply our drawings and design documents in electronic 
DXF/DWG/DWF or PDF file format for easy collaboration, design reference and inclusion directly into your 
own CAD details or model.

B I M
We are BIM level 2 compliant and as such BIM models of our products are available for download through 
our dedicated online library at www.solbim.co.uk.

A DVA N C E D  A N A LY S I S
Sun path solar analysis can be carried out to support our solar shading proposals. Specialist computer 
software uses predictive ray casting technology to model the suns paths and subsequently calculate the 
amount of sunlight penetrating the building façade after our solar shading system has been taken into 
account. 

I N S TA L L AT I O N
To ensure your complete confidence in our projects we employ fully trained CITB registered installation 
engineers for each project. All associated installers will possess relevant CSCS documentation, IPAF and 
PASMA training. All site supervisors have SSSTS at minimum.
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i n t e g r a t i o n  /  i m a g i n a t i o n  /  i n n o v a t i o n

S O L I N E A R

S O L E X
s o l a r  s h a d i n g

M E D E R A
t i m b e r  s y s t e m s

A Q U A R I U S
l o u v r e  s y s t e m s

S O U N D E X
a c o u s t i c  s y s t e m s
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