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Louvre blades set to 35mm vertical 
pitch spacing into shallow depth 
perimeter edge frame.  Panels 
supplied with either PPC or Anodised 
finish to any standard colour range.

The Aquarius XLINE-AQ3520 louvre is a 
small format, factory assembled, modular 
louvre panel suitable for fixing back to 
structurally formed brick/cladding opening 
or curtain walling and windo w sections

Aquarius XLINE-AQ3520 Louvre 
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Internal face of louvre can be fitted with the following:

• Black plastic insect mesh - cord retained
• Black plastic birdguard - cord or washer retained
• Black single skin aluminium blanking plate
• Black insulated blanking panel to various configurations 

dependant upon U-value required. 

Louvre panel depth is only 40mm when 
fabricated using our standard AQ3520-PF 
extruded frame surround supplied with either a 
front external face flange, flat frame for rebate 
installation or 28mm glazing channel adapter 
to enable fitment into curtain walling or window 
glazing rebate.

Technical Data

Measured Free Area: 42.42% 
(Based on Louv re Face Area)

Airflow Performance: K Factor = 11.0
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Examples of suggested AQ3520 product arrangement and 
interfaces are shown below.  Please contact Solinear to 
discuss your specific requirements or request for further 
design advice.
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Adjustable top 
flashing as required

The Aquarius XLINE-AQ3520 louvre product range is a bespoke fabricated product designed to suit e xact particular 
requirements and installation interface details.  FasTRAK 7 day delivery of this pr oduct may be available dependant upon 
quantity requirements.

The Solinear ‘CAD Design Studio’ provides experienced 2D/3D autoCAD draftspersons and design engineers with 
capability to understand client and pr oject requirements to provide optimised louvre solutions in terms of aethetics, 
functionality and performance achievements to match exactly airflow, rain defence and modulating flow control of air into 
the building workspace.
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H O W  W E  W O R K

P RO J E C T  M A N AG E M E N T
All projects are managed by fully qualified and experienced project managers, guaranteed by us to be 
responsible for the efficient and successful implementation of the product, manufacture and installation.

D E S I G N
We design all of our products using the very latest Autodesk Mechanical and Inventor 3D design software, 
allowing us to incorporate external details and supply our drawings and design documents in electronic 
DXF/DWG/DWF or PDF file format for easy collaboration, design reference and inclusion directly into your 
own CAD details or model.

B I M
We are BIM level 2 compliant and as such BIM models of our products are available for download through 
our dedicated online library at www.solbim.co.uk.

A DVA N C E D  A N A LY S I S
Sun path solar analysis can be carried out to support our solar shading proposals. Specialist computer 
software uses predictive ray casting technology to model the suns paths and subsequently calculate the 
amount of sunlight penetrating the building façade after our solar shading system has been taken into 
account. 

I N S TA L L AT I O N
To ensure your complete confidence in our projects we employ fully trained CITB registered installation 
engineers for each project. All associated installers will possess relevant CSCS documentation, IPAF and 
PASMA training. All site supervisors have SSSTS at minimum.
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